ATTACHMENT 7 - PNEUMATIC PUMPS

NSPS Subpart 0000a Report



40 CFR Part 60 - Standards of Performance for Crude Oil and Natural Gas Facilities for which Construction, Modification or Reconstruction Commenced After September 18, 2015 - 60.5420a(b) Annual Report
For each pneumatic pump affected facility, an owner or operator must include the information specified in paragraphs (b){8)(i) through (iv) of this section in all annual reports:

The asterisk (*) next to each field indicates that the corresponding field is required.

Facility Record No. *
(Select from
dropdown list - may
need to scrollup )

Pump ID * (§60.5420a(b)(1)

Was the pneumatic pump constructed,
modified, or reconstructed during the
reporting period? *
(§60.5420a(b)(8)(i))

{Select from dropdown list)

What condition does the pneumatic pump meet *
(§60.5420a(b)(8)(i})
(Select from dropdown list)

Has the pneumatic pump affected facility been previously reported
under §60.5420a(b){8)(i), and has a change in its reported
condition occurred during this reporting period?
(§60.5420a(b)(8)(ii))

(Select from dropdown list)

e.g.: Pump 12

Mitchell Pad Compressor Skid Pump
GU-F Pad Compressor Skid Pump

GU-H Pad Compressor Skid Pump

GU-Q Pad Compressor Skid Pump
WR-25 Barnhart Compressar 5kid Pump

e.g.Yes
Yes
Yes
Yes
Yes
Yes

e.g.: §60.5420a(b)(8)(i)(C) - Routed to a control device/process

§60.5420a(b)(8)(i)(B)-Technically infeasible to capture and route
§60.5420a(b)(8)(i)(B}-Technically infeasible to capture and route
§60.5420a(b}{8)(i)(B)-Technically infeasible to capture and route
§60.5420a(b)(8)(i)(B)-Technically infeasible to capture and route
§60.5420a(b){8)(i){B)-Technically infeasible to capture and route

e Yes




